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� Designed to support Wall-Smart wall mounts in concrete/block walls. 
� Wall should be plastered up to the front frame segments (item #1). 
� Front frame segments (item #1) should be removed after the wall was plastered (to be replaced with the adapter). 
� For low voltage use only. 

 
� Before installation, read Wall-smart installation instruction No. ��������������� 
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� Material: MOISTURE RESISTANT MDF 
� Dimensions (W/H/D): 327.7	 	 �
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� Weight: 1.3Kg, (2.86lbs) 
�

�

�

�
�

�

����

��� ����
��	

��
�

����

�
�
	
�


�
��

� 
�����
��
�����
�����
������

����������

���� ��!�

"�#��$�

%�&'�'$�

� ��(�)������*�+���
+��	

"'����'$���,%��'���'--'�� �%�

.�-����$ ��%�'����/�('0'�"�

�������
	
*

� ,--���,% 
������

", � ,1��!��!���	

� %�/%$".(�"�$%�($/'�"�� ' �$. �� %'  ���($���� �$0��� ,--���,% �����

0
�2�3�

/%$".( ��/�(�

����	��
	��/(

43
'�0$%�, '$��($� ,'��"���%�'��'��/%$/%'� ,%5�,�"�� ,5��$ �*��.��"6

/7�)���8���9����������!�2):�;�
�����
������ ����

/-,� �%�� ,--�./� $� �'���.%0,(�

��������	�
�����
�	��


�����
�	������	����������������������������

� Designed to support Wall-Smart wall mounts in concrete/block walls. 
� Wall should be plastered up to the front frame segments (item #1). 
� Front frame segments (item #1) should be removed after the wall was plastered (to be replaced with the adapter). 
� For low voltage use only. 

 
� Before installation, read Wall-smart installation instruction No. ��������������� 
 
 
�����	���	�������

� Material: MOISTURE RESISTANT MDF 
� Dimensions (W/H/D): 327.7	 	 �
���
���������	 	 �

����������	 	 �
�������� 
� Weight: 1.3Kg, (2.86lbs) 
�

�


